


Productdescription 


The mixeris a multi-purpose 4-channel mixer with a sound card that can be 
meet users of home music production, webcast, K song and other needS. 


FeatureS 


The mixeris equipped with input gain and high bass adjustment, built-in 48V 
phantom powersupply for condensermicrophone direct Dower SupDply, high- 
definition headset output port, MP3 broadcast, device with a sound card can 
be directly connected to the PC. 


Mixer compact, lightweight, can be directly connectedtothe PC's USB port 
power SupDDpIy,No additional power, can be connected tothe computerthrough 
the USB power supply to run, eliminating theneedfor Withthe trouble with an 
external adapter,youcanalsousethemobile powerorUSBAC/DC.The 
adapteris powered by the adapter. 
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1.Monoinput jack 
MIC/LINE: XLR plug and phone type plug can be connected.Connected what 
you want to use microphone / or instrument. 


2.Stereoinput jack 
Used to connectline-levelinstruments such as electronic keyboards and audio 
eqduipment. Two types ofjacks are available: phone type and RCA pin type. 


3.Phantom power Switch 
4.phantom powerdisplay 


5.[GAIN] knob 
Used to adjustthe gain of the input signal. 


6.[HIGH] knob 
Adjustthe knob to control the channeltreble tone. 


7.[LOW] knob 
Adjust the knob to control the channel bass tone. 


8.[EFX] button 
Channel effect access button. 


9.The channelvolume knob 
Adjust the knob to control the channel signal Size. 


10.[ST / USB] button 
Used to switch ST and USB input signalS. 


11.[MAIN] knob 
Main volume knob, adjust the knob to make the main output level under 
ideal conditionS. 


12.[PHONES] knob 
Headphone monitor volume adjustment, you can controlthe size ofthe headset 
Volume. 


13.[REPEAT] knob 
Used to adjustthe echorepetition frequency. 


14.[DELAY] knob 
Used to adjustthe effect echorepeat time interval. 


15.Headphone jack 
16.Powerindicatorlight 
17.The signaloutput status disSplay 


18.MP3 master key 
wl - ShOrt DresS DauSe / play, long press to switch to the recording state, the 
main channel outputletterRecord to USB storage. 
4 - shortpress last song, long press to reduce the volume. 
ppgi - ShOrtpressnext song, longpresstoincrease the volume. 
MODE - function key, short press to switch LINE / BT / PC working status, lond 
preSS turn loop play mode. 


19.MP3 display 
Display MP3 operation control and playback status. 


20.MP3 USB jack 
21.Stereooutputinterface 
22.Recordingterminal 


Thegroupofportsisusedasastereoinput out connection tothe recordin9 
interface. 





23.USB powersupplyinterface 
Can be connected to an external 5V power Supply or computer USB interface, - 
when connected to the computer with external sound card function. 


24.MP3/PCconnection working state Switch 

Power SuDpDIy is connected to the computer, press this switch to switch MP3 / PC 
connection work state, such as Dower SuppDly IS an external 5V power SuDDIy, can 
only switch to MP3 corresponding position on.DC.The adapteris powered by the 
adapter. 


Unbalanced use of Balanced use of 
mono 174" jack plugs stereo 1/4* jack plugs 


Tip ae Tip = 
Signal hot (+ve) 


Ring = 
cold (-ve) 


Sleeve = 
Ground / Shield Sleeve = 
Ground / Shield 


Tip 


Sleeve 
Strain relief clamp 


For connection of balanced and 
unbalanced plugSs, ring and sleeve have 
to be bridged at the stero plug. 


Balanced use with XLR connectors 


1 = Ground / Shield 
2 = hot (+Ve) 
3 = cold (-ve) 


For unbalanced use pin 1 and pin 3 have to be bridged 





VariouS Connector typeSs 







Insert Send& Return Headphones 1/4 connector 


Left Signal 






TiD= 
Send (out) 






Ring= 
Retum(in) Ring= 


Right Signal 


Ground / Shield 






Sleeve = 
Ground / Shield 


Tip 


Ring 
Sleeve 





Strain relief clamp 


Connectthe insert send with the input and the 
insert return with the output of the effects device. 





Strain Relief Clamp 





Wiring diagram of insert cable and headphones plug 


MIXER SECTION 


1.INPUT CHANNEL SENSITIVITY MIC ーーーーーーーーーーー -60dB 
STEMEO OH INPUT=nem セ raeenonomnoecomeme -40dB 
8 得 衣 交 ューーーーーーーーーーーーーーーーーーーーー -20dB 
FR 杉 較 ORRN ーー だ -20dB 

2.0UTPUTS 4V MAX 

3.SIGNAL TO NOISE RATIO -80dB 

4.PARAMETRIC EQ. 日 ーーーーーーーーーーーーーーーーーーーーーーーーーーーーーーーーーーー 15dB/12KHZ。 


LM ニー ニーーーーーー 土 15dB/60HZ。 
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AUX PATHS PLUS EFFECTS PROCESSOR 





The main features 

AUX-bus main channel output, 
One AUX output and backtrack 
2-band EQ for each input channel 
Built-in professional reverb 

2-bus electronic balanced display 


Overall system 

Totai Harmonic Distortion : Ss0.1% 
Frequency Response: 20Hz-20KHZ/+0.5dB 
S/N Ratio - >-80dB 

MAX_.Outputs : 4V/MAX. 
InputOutput impedance : 

MIC. : 2.4KO 

Mono : 11KO 

Stereo : 100KO 

Parametric EQ ・ 

HI : 12KHz+15dB 

LOW : 80Hz+15dB 


The main featureSs 


AUX-DbuS main channel OutDut, 
One AUX output and backtrack 
2-band EQ for each input channel 
Bullt-In DrofesSional reVerb 

2-DuS electronic balanced display 
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The main featureSs 


AUX-bus main channel output, 
One AUX output and backtrack 
2-band EQ for each input channil 
Built-in professional reverb 

2-bus electronic balanced dISDIay 
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